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Calibration Report

RX-15 Xytronic Portable Standard

Function..........c........ Watt-hour 60 Hz
Date....coocvrvreireeeeeeneen 16-Oct-26
Serial Number.......... XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
watt-hour calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable

to the Sl through the National Institute of Standards and Technology (NIST) and the National Research Council
of Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 5 seconds and stabilization time in
between points is 5 seconds. For lagging power factors the current lags the voltage. All results are listed as
MWh/Wh. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than the
instrument under test.

Voltage & Phase Angle

120 120 120 240 240 240 480 480 480 600 600 600
Unity PF  0.5Lag 0.5Lead UnityPF 05Lag 05Lead UnityPF 0.5Lag 0.5Lead UnityPF 0.5Lag 0.5Lead
Amps
0.2 19.67 15.47 22.86 18.52 41.42 -13.78 16.86 7.86 18.35 18.24 7.31 16.85
0.25 23.44 22.34 32.22 23.30 48.16 -3.63 22.18 18.39 28.80 21.37 16.31 25.88
0.5 14.73 15.53 16.62 13.85 39.12 -17.22 10.49 6.03 16.18 9.52 3.91 13.02
1 13.74 6.09 23.44 12.53 31.99 -13.42 10.02 -1.52 19.33 8.62 -4.35 19.57
25 6.66 -4.15 10.97 1.46 18.69 -28.86 1.39 -14.65 8.02 0.10 -17.26 7.89
3 23.15 -7.65 14.84 15.53 15.91 -23.37 14.19 -17.66 12.00 12.84 -20.47 12.24
5 12.54 -0.80 20.66 8.82 23.87 -17.51 6.90 -8.81 15.71 6.29 -10.93 16.62
10 11.25 -4.85 21.95 7.63 20.62 -17.38 8.34 -11.10 18.21 6.96 -14.00 18.27
15 22.25 0.26 25.79 18.98 28.06 -12.34 17.70 -6.10 20.81 16.34 -8.79 20.91
20 8.43 -10.14 16.22 3.25 16.51 -21.11 2.74 -17.24 14.26 1.42 -19.85 14.33
30 18.57 -2.14 20.95 16.65 22.86 -16.68 13.27 -11.56 17.80 11.93 -14.25 17.90
40 9.60 -6.42 20.70 6.79 20.35 -18.27 5.06 -14.07 15.52 3.63 -16.67 15.69
50 30.76 -6.26 22.73 27.37 21.78 -15.98 25.25 -12.93 17.35 23.87 -15.42 17.61
60 22.89 -8.31 35.15 19.77 19.72 -4.04 18.05 -14.63 31.37 17.31 -16.39 28.51
100 40.03 -12.45 55.24 37.95 15.27 18.84 36.30 -18.13 53.55 37.95 -19.03 52.07
120 30.65 -15.45 59.79 29.61 12.20 21.80 26.97 -20.28 59.31 26.07 -21.90 56.38
180 26.84 -36.55 50.97 23.76 -5.86 14.23 22.37 -39.54 52.33 23.72 -40.60 53.29
200 40.40 -26.50 60.54 36.78 2.52 24.85 35.10 -29.36 62.71 36.93 -29.65 61.66
Average 20.87 -4.56 29.54 17.92 21.84 -7.99 16.29 -11.41 26.76 15.73 -13.45 26.04
Minimum 6.66 -36.55 10.97 1.46 -5.86 -28.86 1.39 -39.54 8.02 0.10 -40.60 7.89
Maximum 40.40 22.34 60.54 37.95 48.16 24.85 36.30 18.39 62.71 37.95 16.31 61.66
Overall  Unity PF 0.5Lag 0.5Lead
Average 17.70 -1.89 18.58
Minimum 0.10 -40.60 -28.86
Maximum 40.40 48.16 62.71
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Calibration Report

RX-15 Xytronic Portable Standard

Function..........cccveunnen. Watts 60 Hz
Date....coocvrvreireeeeeeneen 16-Oct-26
Serial Number............ XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
watt calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable

to the Sl through the National Institute of Standards and Technology (NIST) and the National Research Council
of Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 5 seconds and stabilization time in
between points is 5 seconds. For lagging power factors the current lags the voltage. All results are listed as
MW/W. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than the

instrument under test.

Voltage & Phase Angle

120 120 120 240 240 240 480 480 480 600 600 600
Unity PF  0.5Lag 0.5Lead UnityPF 05Lag 05Lead UnityPF 0.5Lag 0.5Lead UnityPF 0.5Lag 0.5Lead
19.72 15.52 22.60 18.52 41.47 -13.89 16.78 8.18 18.13 18.16 7.63 16.63
23.27 21.72 31.71 23.45 48.35 -3.95 22.04 18.66 28.95 21.23 16.58 26.03
14.70 14.67 16.62 13.74 38.34 -17.35 10.04 5.24 15.80 9.07 3.12 12.64
13.96 6.73 24.08 12.78 32.63 -12.75 10.44 -1.05 19.94 9.04 -3.88 20.18
6.39 -4.34 11.07 1.41 18.64 -29.02 1.50 -14.79 7.85 0.21 -17.40 7.72
21.98 -7.32 15.38 15.76 16.29 -23.11 14.47 -17.83 12.19 13.12 -20.64 12.43
12.20 -0.54 20.36 8.81 24.03 -17.44 6.81 -8.75 15.37 6.20 -10.87 16.28
11.44 -4.79 21.90 7.70 20.75 -17.51 8.41 -10.95 18.40 7.03 -13.85 18.46
22.24 -0.16 27.23 18.84 27.77 -12.16 17.53 -6.19 21.20 16.17 -8.88 21.30
8.30 -10.24 16.37 3.34 16.79 -20.77 2.75 -16.94 14.03 1.43 -19.55 14.10
18.73 -2.06 20.88 16.97 23.20 -16.78 13.34 -11.75 18.08 12.00 -14.44 18.18
9.69 -6.48 20.18 6.71 20.33 -18.26 5.10 -13.96 15.31 3.67 -16.56 15.48
30.88 -5.95 22.73 27.60 22.01 -14.98 25.47 -13.07 17.63 24.09 -15.56 17.89
23.12 -8.29 35.32 19.93 19.99 -3.58 18.14 -14.47 31.43 17.40 -16.23 28.57
39.96 -12.64 55.70 37.76 15.29 19.73 36.33 -18.66 54.50 37.98 -19.56 53.02
30.79 -14.85 59.75 29.67 11.99 21.54 27.02 -19.85 59.63 26.12 -21.47 56.70
27.37 -36.46 50.53 24.02 -5.32 14.20 22.56 -39.05 52.27 23.91 -40.11 53.23
40.65 -26.95 60.59 36.84 3.01 24.55 35.10 -29.31 62.67 36.93 -29.60 61.62
20.86 -4.58 29.61 17.99 21.98 -7.86 16.32 -11.36 26.85 15.76 -13.40 26.14
6.39 -36.46 11.07 1.41 -5.32 -29.02 1.50 -39.05 7.85 0.21 -40.11 7.72
40.65 21.72 60.59 37.76 48.35 24.55 36.33 18.66 62.67 37.98 16.58 61.62
Overall Unity PF  0.5Lag 0.5 Lead
Average 17.73 -1.84 18.68
Minimum 0.21 -40.11 -29.02
Maximum 40.65 48.35 62.67
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Calibration Report

RX-15 Xytronic Portable Standard

Function.......cccocvvennennn VAR-hour 60 Hz
Date....ooceeereeer e 16-Oct-26
Serial Number............ XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
VARNh calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable

to the Sl through the National Institute of Standards and Technology (NIST) and the National Research Council
of Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 5 seconds and stabilization time in
between points is 5 seconds. For lagging power factors the current lags the voltage. All results are listed as
MVARK/VARh. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than the
instrument under test.

Voltage & Phase Angle

120 120 240 240 480 480 600 600
90°Lag 30°Lag 90°Lag 30°Lag 90°Lag 30°Lag 90°Lag 30°Lag
Amps
0.2 -12.23 -5.68 -15.36 -40.23 -23.07 -12.24 -18.60 -39.82
0.25 1.49 4.06 -1.88 -31.10 -11.73 -7.41 -6.77 -35.15
0.5 -4.14 -0.01 -8.06 -38.06 -17.57 -13.65 -10.01 -39.78
1 -16.73 -6.66 -20.68 -44.46 -29.89 -19.49 -25.08 -45.98
25 -22.12 -15.97 -27.05 -50.00 -36.21 -28.09 -31.66 -54.02
3 -20.68 -4.08 -24.49 -41.59 -34.51 -19.34 -31.42 -45.95
5 -16.59 -6.65 -20.87 -42.77 -29.90 -20.47 -25.08 -44.19
10 -20.14 -7.60 -23.85 -44.01 -35.31 -22.63 -29.67 -47.67
15 -6.62 5.20 -9.53 -27.91 -20.00 -7.61 -14.61 -30.79
20 -25.13 -16.47 -27.84 -48.65 -40.52 -29.50 -34.95 -51.36
30 -11.19 -1.42 -11.82 -30.20 -23.53 -11.06 -17.88 -32.95
40 -23.46 -16.83 -24.23 -47.15 -36.33 -30.21 -30.39 -46.65
50 -13.98 -0.02 -12.92 -26.91 -27.34 -11.88 -20.95 -29.09
60 -19.51 -6.17 -19.78 -31.35 -32.58 -156.22 -21.52 -31.39
100 -22.21 5.93 -19.54 -12.81 -35.93 -6.93 -21.05 -9.84
120 -23.24 5.28 -16.75 -11.68 -36.52 -6.70 -17.91 -7.13
180 -34.90 -6.81 -23.81 -9.59 -47.15 -15.36 -24.13 217
200 -32.14 -0.17 -18.52 0.12 -44.84 -13.07 -18.54 7.21
Average -17.97 -4.11 -18.16 -32.13 -31.28 -16.16 -22.23 -32.59
Minimum -34.90 -16.83 -27.84 -50.00 -47.15 -30.21 -34.95 -54.02
Maximum 1.49 5.93 -1.88 0.12 -11.73 -6.70 -6.77 7.21

Overall 90°Lag 30°Lag

Average -22.41 -21.25
Minimum -47.15 -54.02
Maximum 1.49 7.21
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Calibration Report

RX-15 Xytronic Portable Standard

Function.......cccocvvennennn VAR 60 Hz
DT } (- T 16-Oct-26
Serial Number............ XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
VAR calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable

to the Sl through the National Institute of Standards and Technology (NIST) and the National Research Council
of Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 5 seconds and stabilization time in
between points is 5 seconds. For lagging power factors the current lags the voltage. All results are listed as
MVAR/VAR. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than the
instrument under test.

Voltage & Phase Angle

120 120 240 240 480 480 600 600
90°Lag 30°Lag 90°Lag 30°Lag 90°Lag 30°Lag 90°Lag 30°Lag
Amps
0.2 -12.19 -5.76 -15.39 -40.18 -22.87 -12.27 -18.54 -39.85
0.25 1.65 4.40 -1.56 -31.00 -11.72 -7.38 -6.71 -34.80
0.5 -3.99 0.01 -8.07 -37.90 -17.38 -13.65 -9.75 -39.71
1 -16.65 -6.52 -20.51 -44.34 -29.82 -19.22 -25.00 -45.94
25 -22.02 -15.99 -26.82 -50.01 -36.06 -28.23 -31.56 -53.86
3 -20.62 -4.01 -24.36 -41.62 -34.49 -19.36 -31.40 -45.95
5 -16.31 -6.63 -20.76 -42.78 -29.79 -20.20 -24.98 -44.10
10 -20.08 -7.81 -23.92 -43.73 -35.21 -22.37 -29.70 -47.66
15 -6.37 5.55 -9.35 -27.64 -19.95 -7.45 -14.46 -30.73
20 -25.11 -16.45 -27.85 -48.79 -40.40 -29.60 -34.99 -51.42
30 -11.05 -1.06 -11.62 -30.22 -23.43 -10.93 -17.77 -33.06
40 -23.48 -16.51 -24.39 -47.00 -36.29 -30.08 -30.19 -46.76
50 -13.91 0.25 -12.81 -26.67 -27.21 -12.09 -20.86 -28.90
60 -19.45 -6.12 -19.70 -30.97 -32.58 -15.10 -21.35 -31.27
100 -22.05 5.67 -19.34 -12.78 -35.85 -6.62 -20.99 -9.64
120 -23.10 5.71 -16.72 -11.66 -36.43 -6.75 -17.85 -7.15
180 -34.87 -6.51 -23.56 -9.63 -47.01 -15.23 -23.85 -1.92
200 -32.00 -0.18 -17.89 0.04 -44.77 -13.04 -18.31 7.29
Average -17.87 -4.00 -18.03 -32.05 -31.18 -16.09 -22.13 -32.52
Minimum -34.87 -16.51 -27.85 -50.01 -47.01 -30.08 -34.99 -53.86
Maximum 1.65 5.71 -1.56 0.04 -11.72 -6.62 -6.71 7.29

Overall 90°Lag 30°Lag

Average -22.30 -21.16
Minimum -47.01 -53.86
Maximum 1.65 7.29
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Calibration Report
RX-15 Xytronic Portable Standard

Function.............. VA-hour RMS 60 Hz

16-Oct-26
XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
VAh calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable

to the Sl through the National Institute of Standards and Technology (NIST) and the National Research Council
of Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 5 seconds and stabilization time in
between points is 5 seconds. For lagging power factors the current lags the voltage. All results are listed as
MVAh/VAh. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than the
instrument under test.

Voltage & Phase Angle

120 120 120 240 240 240 480 480 480 600 600 600
Unity PF  0.5Lag 0.5Lead UnityPF 05Lag 05Lead UnityPF 0.5Lag 0.5Lead UnityPF 0.5Lag 0.5Lead
Amps
0.2 25.04 0.05 18.79 25.45 -5.11 12.26 21.44 -9.29 14.13 27.79 0.79 19.61
0.25 27.82 9.35 24.19 27.86 443 18.65 24.68 -0.01 23.25 40.20 11.46 29.40
0.5 19.31 2.47 16.37 17.66 -1.23 8.49 15.07 -6.21 11.17 30.84 4.09 16.16
1 16.89 -5.52 21.52 15.63 -11.98 13.49 14.28 -15.61 15.47 28.58 -5.77 24.15
25 9.75 -11.30 6.52 5.80 -18.38 -2.19 5.38 -21.74 1.37 8.87 -14.95 2.43
3 24.70 -10.61 13.89 20.44 -15.57 6.59 18.74 -19.53 9.65 17.24 -12.46 13.95
5 16.30 -6.11 14.68 12.69 -10.47 6.04 11.46 -15.32 6.72 16.47 -8.66 8.61
10 15.59 -7.06 14.82 12.50 -12.93 8.09 11.42 -17.30 10.25 15.35 -11.42 11.64
15 25.37 1.50 23.56 22.41 -2.51 15.30 20.67 -7.09 17.62 35.66 1.19 24.99
20 12.70 -13.74 11.44 7.08 -18.18 3.99 7.29 -22.60 5.44 10.15 -16.05 7.00
30 21.34 -3.50 19.49 18.81 -5.37 11.59 16.50 -11.11 12.49 31.17 -2.42 19.06
40 15.73 -12.28 17.20 10.31 -14.24 6.65 10.47 -19.31 7.42 13.14 -12.02 8.72
50 35.30 -6.86 18.62 31.83 -7.33 8.60 30.79 -13.20 10.78 21.80 -3.70 15.85
60 26.43 -9.16 34.20 22.79 -10.04 23.76 22.02 -13.65 25.98 35.72 -4.06 29.06
100 44.31 -10.20 47.19 42.69 -5.93 35.30 42.16 -11.78 36.74 38.02 -1.65 40.73
120 35.59 -9.88 54.40 33.02 -5.43 40.70 32.60 -11.30 42.89 44.59 -1.15 46.36
180 32.28 -21.99 51.68 28.77 -12.70 31.72 28.96 -18.68 35.23 29.45 -9.53 38.17
200 44.76 -19.90 57.15 41.43 -6.90 33.99 43.07 -13.97 37.65 37.44 -3.11 43.44
Average 24.96 -7.49 25.87 22.07 -8.88 15.72 20.94 -13.76 18.01 26.80 -4.97 22.19
Minimum 9.75 -21.99 6.52 5.80 -18.38 -2.19 5.38 -22.60 1.37 8.87 -16.05 243
Maximum 44.76 9.35 57.15 42.69 4.43 40.70 43.07 -0.01 42.89 44.59 11.46 46.36
Overall Unity PF  0.5Lag 0.5Lead
Average 23.69 -8.77 20.45
Minimum 5.38 -22.60 -2.19
Maximum 44,76 11.46 57.15
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Calibration Report

RX-15 Xytronic Portable Standard

Function................ VA RMS 60 Hz
Date....coocvreereieeeeenns 16-Oct-26
Serial Number............ XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
VA calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable

to the Sl through the National Institute of Standards and Technology (NIST) and the National Research Council
of Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 5 seconds and stabilization time in
between points is 5 seconds. For lagging power factors the current lags the voltage. All results are listed as
MVA/VA. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than the

instrument under test.

Voltage & Phase Angle

120 120 120 240 240 240 480 480 480 600 600 600
Unity PF  0.5Lag 0.5Lead UnityPF 05Lag 05Lead UnityPF 0.5Lag 0.5Lead UnityPF 0.5Lag 0.5Lead
Amps
0.2 24.93 0.01 18.87 25.38 -4.94 12.32 21.44 -9.25 14.21 27.86 0.92 19.60
0.25 27.71 9.29 24.39 27.94 4.49 18.71 24.75 0.13 23.35 39.82 11.47 29.71
0.5 19.27 2.26 16.43 17.08 -1.18 8.19 14.82 -6.05 11.05 30.64 4.28 15.96
1 17.23 -5.36 21.65 16.12 -11.73 13.61 14.70 -15.39 15.64 28.72 -5.50 24.26
25 9.63 -11.35 6.55 5.72 -18.45 -2.02 5.55 -21.69 1.53 9.06 -15.04 2.52
3 24.83 -10.51 13.90 20.57 -15.50 6.65 18.98 -19.45 9.72 17.38 -12.44 14.01
5 16.40 -6.13 14.80 12.86 -10.34 6.06 11.53 -15.20 6.69 16.51 -8.45 8.69
10 15.56 -7.01 14.84 12.61 -12.84 8.18 11.54 -17.23 10.43 15.46 -11.25 11.70
15 25.20 1.54 23.59 22.37 -2.35 15.40 20.60 -6.89 17.69 35.85 1.29 25.02
20 13.03 -13.68 11.56 717 -18.02 4.22 7.31 -22.52 5.58 10.37 -15.94 6.94
30 21.48 -3.50 19.57 18.87 -5.25 11.71 16.71 -11.09 12.47 31.34 -2.18 19.13
40 16.12 -12.10 17.33 10.36 -14.26 6.66 10.57 -19.35 7.52 13.12 -11.76 8.80
50 35.58 -6.73 18.88 31.92 -7.34 8.87 30.98 -13.04 10.79 21.95 -3.53 16.06
60 26.62 -9.12 34.34 22.86 -10.01 23.92 22.03 -13.48 26.02 35.81 -4.00 29.11
100 44.31 -10.13 47.47 42.80 -5.89 35.42 42.07 -11.69 36.98 38.52 -1.57 40.91
120 35.87 -9.85 54.46 33.08 -5.24 40.65 32.64 -11.14 42.90 44.82 -0.91 46.38
180 32.70 -21.71 51.83 29.02 -12.42 31.91 29.24 -18.45 35.36 29.69 -9.13 38.20
200 44.84 -19.80 57.28 41.53 -4.45 34.07 43.38 -13.26 37.63 37.68 -0.54 43.15
Average 25.07 -7.44 25.99 2213 -8.65 15.81 21.05 -13.61 18.09 26.92 -4.68 22.23
Minimum 9.63 -21.71 6.55 5.72 -18.45 -2.02 5.55 -22.52 1.53 9.06 -15.94 2.52
Maximum 44.84 9.29 57.28 42.80 4.49 40.65 43.38 0.13 42.90 44.82 11.47 46.38
Overall Unity PF  0.5Lag 0.5Lead
Average 23.79 -8.60 20.53
Minimum 5.55 -22.52 -2.02
Maximum 44.84 11.47 57.28
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Calibration Report

RX-15 Xytronic Portable Standard

Function................ Qh RMS 60 Hz
Date....coocvreereieeeeenns 16-Oct-26
Serial Number............ XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
Q-hour calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable

to the Sl through the National Institute of Standards and Technology (NIST) and the National Research Council
of Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 5 seconds and stabilization time in
between points is 5 seconds. For lagging power factors the current lags the voltage. All results are listed as
MQh/Qh. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than the

instrument under test.

Voltage & Phase Angle

120 120 120 240 240 240 480 480 480 600 600 600
Unity PF  0.5Lag 0.5Lead UnityPF 05Lag 05Lead UnityPF 0.5Lag 0.5Lead UnityPF 0.5Lag 0.5Lead
Amps
0.2 -1.50 -10.10 -20.16 -30.00 -11.22 13.59 -4.40 -13.79 -14.80 -4.40 -13.79 -14.80
0.25 8.87 5.30 -1.59 -19.56 5.48 29.17 9.05 5.21 1.27 9.05 5.21 1.27
0.5 -3.73 -7.04 -14.19 -31.18 -6.68 18.53 -4.54 -7.85 -14.19 -4.54 -7.85 -14.19
1 -7.04 -6.51 -14.46 -33.68 -6.15 17.28 -3.73 -6.06 -12.32 -3.73 -6.06 -12.32
25 -5.92 -13.57 -25.51 -36.38 -14.57 8.25 -4.70 -14.14 -24.15 -4.70 -14.14 -24.15
3 11.58 -9.16 -17.20 -24.00 -9.81 15.52 7.7 -10.41 -16.31 717 -10.41 -16.31
5 -4.48 -13.21 -24.30 -34.24 -12.71 7.32 -3.70 -12.64 -24.65 -3.70 -12.64 -24.65
10 -5.70 -14.00 -22.80 -33.17 -12.57 8.32 -0.69 -11.99 -23.80 -0.69 -11.99 -23.80
15 6.01 -4.77 -10.59 -19.55 -2.01 20.31 9.53 -2.01 -9.92 9.53 -2.01 -9.92
20 -8.06 -19.29 -25.44 -37.46 -15.00 2.67 -6.56 -17.93 -28.73 -6.56 -17.93 -28.73
30 2.00 -8.68 -9.63 -21.65 -4.77 17.93 6.29 -7.44 -13.54 6.29 -7.44 -13.54
40 -11.71 -19.43 -24.01 -32.81 -15.43 217 -5.27 -16.14 -27.23 -5.27 -16.14 -27.23
50 12.22 -14.21 -15.01 -10.66 -8.60 8.79 16.00 -11.24 -19.48 16.00 -11.24 -19.48
60 0.67 -9.73 -8.49 -19.08 -3.15 14.59 8.01 -5.63 -13.83 8.01 -5.63 -13.83
100 14.86 -15.47 -17.30 5.36 -4.83 -1.39 29.05 -9.18 -28.63 29.05 -9.18 -28.63
120 2.86 -12.21 -8.30 -2.96 -0.10 3.72 18.59 -4.87 -23.37 18.59 -4.87 -23.37
180 3.65 -24.38 -11.48 7.72 -4.80 -13.19 24.06 -12.88 -34.62 24.06 -12.88 -34.62
200 17.03 -23.60 -9.86 22.75 -1.62 -19.36 37.74 -9.98 -37.21 37.74 -9.98 -37.21
Average 1.76 -12.23 -156.57 -19.48 -7.14 8.57 7.33 -9.39 -20.31 7.33 -9.39 -20.31
Minimum -11.71 -24.38 -25.51 -37.46 -15.43 -19.36 -6.56 -17.93 -37.21 -6.56 -17.93 -37.21
Maximum 17.03 5.30 -1.59 22.75 5.48 29.17 37.74 5.21 1.27 37.74 5.21 1.27
Overall Unity PF 0.5Lag 0.5Lead
Average -0.77 -0.54 -11.90
Minimum -37.46 -24.38 -37.21
Maximum 37.74 5.48 29.17

Calibration Certificate Number:
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Calibration Report

RX-15 Xytronic Portable Standard

Function................... Watt-hour 60 Hz Pulse Output
Date.....ccccovvrvenrninnnnnes 16-Oct-26
Serial Number............ XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
watt-hour calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable

to the Sl through the National Institute of Standards and Technology (NIST) and the National Research Council
of Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 5 seconds and stabilization time in
between points is 5 seconds. For lagging power factors the current lags the voltage. All results are listed as
MWh/Wh. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than the
instrument under test.

Voltage & Phase Angle

120 120 120 240 240 240 480 480 480 600 600 600
Unity PF  0.5Lag 0.5Lead UnityPF 05Lag 05Lead UnityPF 05Lag 0.5Lead UnityPF 0.5Lag 0.5Lead
Amps
0.2 21.78 17.80 25.16 20.84 43.62 -11.34 19.14 10.29 20.68 20.52 9.74 19.18
0.25 25.66 24.62 34.31 25.47 50.43 -1.45 24 .34 20.82 31.13 23.53 18.74 28.21
0.5 17.02 17.98 18.82 16.26 41.45 -14.95 12.73 8.20 18.51 11.76 6.08 15.35
1 11.82 -4.37 21.85 6.42 18.04 -18.37 6.68 -15.37 18.87 11.06 -2.03 21.98
25 9.03 -1.70 13.35 3.67 21.01 -26.72 3.81 -12.41 10.42 2.52 -15.02 10.29
3 25.43 -5.16 17.18 17.85 18.25 -21.12 16.52 -15.50 14.34 15.17 -18.31 14.58
5 14.75 1.69 23.09 11.11 26.28 -15.25 9.09 -6.36 18.25 8.48 -8.48 19.16
10 13.68 -2.68 24.35 10.06 22.95 -15.16 10.79 -9.00 20.62 9.41 -11.90 20.68
15 24.57 2.57 28.05 21.23 30.43 -10.01 19.87 -3.79 23.12 18.51 -6.48 23.22
20 10.91 -7.83 18.41 5.53 18.92 -18.85 5.18 -14.98 16.44 3.86 -17.59 16.51
30 20.89 0.22 23.27 18.83 25.13 -14.29 15.68 -9.45 20.12 14.34 -12.14 20.22
40 12.12 -4.09 22.96 9.20 22.46 -16.03 7.42 -11.85 17.94 5.99 -14.45 18.11
50 32.95 -3.88 25.03 29.78 24.22 -13.59 27.71 -10.57 19.78 26.33 -13.06 20.04
60 2517 -5.99 37.47 22.07 21.97 -1.71 20.51 -12.30 33.91 19.77 -14.06 31.05
100 42.26 -10.02 57.53 40.10 17.64 21.06 38.66 -15.90 55.77 40.31 -16.80 54.29
120 33.02 -13.04 62.05 32.01 14.62 24.21 29.27 -18.05 61.59 28.37 -19.67 58.66
180 29.21 -34.12 53.43 26.08 -3.41 16.41 22.61 -37.38 54.75 23.96 -38.44 55.71
200 42.58 -24.19 62.90 39.23 4.91 27.06 35.45 -26.92 65.18 37.28 -27.21 64.13
Average 22.94 -2.90 31.62 19.76 23.27 -6.12 18.08 -10.03 28.97 17.84 -11.17 28.41
Minimum 9.03 -34.12 13.35 3.67 -3.41 -26.72 3.81 -37.38 10.42 2.52 -38.44 10.29
Maximum 42.58 24.62 62.90 40.10 50.43 27.06 38.66 20.82 65.18 40.31 18.74 64.13
Overall Unity PF  0.5Lag 0.5Lead

Average 19.66 -0.21 20.72

Minimum 2.52 -38.44 -26.72

Maximum 42.58 50.43 65.18

Calibration Certificate Number:
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Calibration Report

RX-15 Xytronic Portable Standard

Function..................... VAR 60 Hz Pulse Output
Date....coocvreirervinirenns 16-Oct-26
Serial Number............ XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
VARh calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable

to the Sl through the National Institute of Standards and Technology (NIST) and the National Research Council
of Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 2 seconds and stabilization time in
between points is 5 seconds. For lagging power factors the current lags the voltage. All results are listed as
MVARK/VARh. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than the
instrument under test.

Voltage & Phase Angle

120 120 240 240 480 480 600 600
90°Lag 30°Lag 90°Lag 30°Lag 90°Lag 30°Lag 90°Lag 30°Lag
Amps
0.2 -9.88 -3.56 -13.03 -37.91 -20.55 -9.88 -16.31 -37.42
0.25 3.66 6.26 0.46 -28.84 -9.47 -4.96 -4.41 -32.77
0.5 -1.87 2.38 -5.58 -35.76 -15.15 -11.39 -7.64 -37.30
1 -14.44 -4.37 -18.38 -42.09 -27.56 -17.29 -22.57 -43.68
25 -19.89 -13.74 -24.62 -47.67 -33.77 -25.78 -29.38 -51.60
3 -18.44 -1.77 -22.13 -39.20 -32.25 -17.05 -28.88 -43.72
5 -14.21 -4.50 -18.61 -40.58 -27.45 -18.17 -22.76 -41.86
10 -17.84 -5.31 -21.65 -41.63 -32.97 -20.16 -27.26 -45.24
15 -4.34 7.58 =717 -25.70 -17.55 -5.39 -12.21 -28.32
20 -22.90 -14.28 -25.51 -46.33 -38.26 -27.07 -32.70 -48.89
30 -8.92 0.89 -9.37 -27.97 -21.25 -8.78 -15.44 -30.46
40 -21.20 -14.65 -21.95 -44.98 -33.84 -27.75 -28.04 -44.33
50 -11.83 2.50 -10.66 -24.43 -24.93 -9.61 -18.66 -26.58
60 -17.27 -3.91 -17.51 -28.88 -30.37 -12.91 -19.11 -29.23
100 -19.97 8.26 -17.16 -10.72 -33.46 -4.53 -18.70 -7.31
120 -20.86 7.49 -14.41 -9.39 -34.07 -4.43 -15.64 -4.75
180 -32.53 -4.63 -21.52 -7.25 -44.75 -12.94 -21.67 0.19
200 -29.78 1.95 -16.29 2.39 -42.43 -10.70 -16.02 9.61
Average -15.70 -1.86 -15.84 -29.83 -28.89 -13.82 -19.86 -30.20
Minimum -32.53 -14.65 -25.51 -47.67 -44.75 -27.75 -32.70 -51.60
Maximum 3.66 8.26 0.46 2.39 -9.47 -4.43 -4.41 9.61

Overall 90°Lag 30°Lag

Average -20.07 -18.93
Minimum -44.75 -51.60
Maximum 3.66 9.61

Calibration Certificate Number:
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Calibration Report

RX-15 Xytronic Portable Standard

Function................... VA-hour 60 Hz Pulse Output
Date.......covvevveernieennnes 16-Oct-26
Serial Number............ XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
VAh calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable

to the Sl through the National Institute of Standards and Technology (NIST) and the National Research Council
of Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 5 seconds and stabilization time in
between points is 5 seconds. For lagging power factors the current lags the voltage. All results are listed as
MVAh/VAh. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than the
instrument under test.

Voltage & Phase Angle

120 120 120 240 240 240 480 480 480 600 600 600
Unity PF  0.5Lag 0.5Lead UnityPF 05Lag 05Lead UnityPF 05Lag 0.5Lead UnityPF 0.5Lag 0.5Lead
Amps
0.2 27.48 2.31 21.38 27.74 -2.75 14.70 23.85 -6.82 16.48 30.19 3.14 21.92
0.25 30.30 11.80 26.59 30.23 6.77 21.10 26.92 2.49 25.62 42.48 13.74 31.62
0.5 21.58 4.80 18.73 20.07 1.02 10.85 17.29 -3.80 13.45 33.28 6.41 18.60
1 19.26 -3.05 23.86 18.07 -9.71 15.90 16.47 -13.21 17.71 30.77 -3.35 26.40
25 12.09 -8.93 8.95 8.10 -16.03 0.25 7.64 -19.17 3.72 11.33 -12.73 4.73
3 26.86 -8.26 16.24 22.88 -13.19 8.84 20.94 -17.15 11.95 19.60 -10.10 16.25
5 18.64 -3.66 16.97 14.97 -8.22 8.35 13.71 -12.98 9.06 18.85 -6.42 10.85
10 18.10 -4.68 17.24 14.71 -10.70 10.47 13.65 -14.95 12.58 17.51 -9.10 13.88
15 27.81 3.98 26.07 24.88 -0.17 17.58 22.95 -4.68 19.95 37.77 3.51 27.32
20 15.13 -11.41 13.78 9.56 -156.92 6.40 9.60 -20.16 7.67 12.54 -13.90 9.36
30 23.76 -1.21 21.80 21.27 -2.95 13.94 18.74 -8.67 14.95 33.40 -0.13 21.36
40 18.33 -9.96 19.51 12.67 -11.89 9.23 12.83 -16.82 9.85 15.46 -9.55 10.96
50 37.77 -4.53 20.89 34.32 -5.02 11.05 33.10 -10.79 13.06 24.28 -1.18 18.14
60 28.84 -6.72 36.55 25.10 -7.60 26.03 24.33 -11.37 28.23 38.04 -1.72 31.31
100 46.65 -1.77 49.53 45.10 -3.52 37.67 44 .42 -9.39 39.06 40.35 0.75 43.08
120 38.05 -7.48 56.52 35.24 -3.06 43.16 34.92 -8.93 45.25 44 .82 -0.80 46.58
180 34.68 -19.43 53.97 31.17 -10.17 34.00 29.11 -18.36 35.43 29.63 -9.25 38.35
200 47.34 -17.49 59.60 43.86 -4.61 36.33 43.35 -13.62 37.91 37.70 -2.83 43.63
Average 27.37 -5.09 28.23 24 .44 -6.54 18.10 22.99 -11.58 20.11 28.78 -2.97 2413
Minimum 12.09 -19.43 8.95 8.10 -16.03 0.25 7.64 -20.16 3.72 11.33 -13.90 4.73
Maximum 47.34 11.80 59.60 45.10 6.77 43.16 44 .42 2.49 45.25 44.82 13.74 46.58
Overall Unity PF  0.5Lag 0.5Lead

Average 25.89 -6.55 22.64

Minimum 7.64 -20.16 0.25

Maximum 47.34 13.74 59.60

Calibration Certificate Number:
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Calibration Report

RX-15 Xytronic Portable Standard

Function.....

Serial Number............

Volts RMS

16-Oct-26

XXXXXX

60 Hz

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
Volt calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable to the
S| through the National Institute of Standards and Technology (NIST) and the National Research Council of
Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 2 seconds and the stabilization
time in between points is 2 seconds. For lagging power factors the current lags the voltage. All results are
listed as pV/V. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than

the Instrument under test.

Voltage

60
80
100
120
140
160
180
200
220
240
260
280
300
320
340
360
380
400
420
440
460
480
500
520
540
560
580
600

Average

Minimum
Maximum

Calibration Certificate Number:

Z-XXXXXX-20261016

VRMS VhRMS V2hRMS
-37.64 -38.16 -76.27
-21.84 -22.20 -44.21
-15.76 -15.85 -31.64
-12.73 -12.90 -25.67

-4.77 -4.76 -9.52
-23.63 -23.79 -47.57
-21.04 -21.17 -42.27
-12.71 -12.76 -25.46
-10.99 -11.13 -22.21
-10.02 -10.22 -20.24

-5.94 -6.04 -12.04

-5.45 -5.52 -11.01

-3.42 -3.38 -6.74
-25.56 -25.64 -51.12
-23.97 -24.06 -47.99
-23.13 -23.18 -46.19
-20.66 -20.84 -41.57
-18.20 -18.33 -36.53
-17.42 -17.59 -35.05
-16.56 -16.56 -33.00
-15.25 -156.32 -30.59
-13.77 -13.90 -27.75
-12.82 -13.03 -25.94
-10.80 -10.89 -21.69

-9.68 -9.69 -19.41

-8.59 -8.68 -17.22

-5.83 -5.98 -11.87

-4.58 -4.63 -9.18
-14.74 -14.86 -29.64
-37.64 -38.16 -76.27

-3.42 -3.38 -6.74
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Calibration Report

RX-15 Xytronic Portable Standard

Function.................. Amps RMS 60 Hz
Date.....ooeevrreeevvnnrens 16-Oct-26
Serial Number............ XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
Amp calibration is derived directly from (3) Radian RD-22-RTS Dytronic Transfer Standards, traceable to the
S| through the National Institute of Standards and Technology (NIST) and the National Research Council of
Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 2 seconds and the stabilization
time in between points is 2 seconds. For lagging power factors the current lags the voltage. All results are
listed as pA/A. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than the

Instrument under test.

Calibration Certificate Number:

Z-XXXXXX-20261016

Amps
A RMS Ah RMS A2h RMS
0.2 11.35 11.24 22.51
0.25 23.89 23.98 48.04
0.5 10.94 10.99 22.14
1 10.55 10.32 20.71
25 -2.11 -1.90 -3.81
3 10.68 11.69 23.46
5 -0.77 -0.63 -1.12
10 -0.95 -1.16 -2.20
15 14.53 14.51 29.08
20 -4.12 -4.05 -7.99
30 12.41 12.27 24.70
40 -3.29 -3.31 -6.59
50 11.17 11.00 2211
60 13.01 12.81 25.84
100 13.03 13.04 26.09
120 14.99 14.86 29.85
180 8.19 7.65 15.50
200 13.73 13.47 2712
Average 8.74 8.71 17.52
Minimum -4.12 -4.05 -7.99
Maximum 23.89 23.98 48.04
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Calibration Report

RX-15 Xytronic Portable Standard

Mode.........cccviiienennnn Frequency
Date......ccccevviiiinininnns 16-Oct-26
Serial Number............ XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933
time base calibration is derived directly from a Keysight Technologies 53220A Universal Counter/Timer,
traceable to the Sl through the National Institute of Standards and Technology (NIST) and the National
Research Council of Canada (NRC) and/or other National Metrology Institute (NMI). Test time is 2 seconds
and the stabilization time in between points is 2 seconds. For lagging power factors the current lags the
voltage. All results are listed as Hz/MHz. The RS-933 Automated Calibration System has at least a 2 times
greater accuracy than the Instrument under test.

Frequency
45 -0.41
46 -0.39
47 -0.39
48 -0.40
49 -0.37
50 -0.38
51 -0.39
52 -0.37
53 -0.41
54 -0.40
55 -0.39
56 -0.38
57 -0.40
58 -0.38
59 -0.41
60 -0.38
61 -0.38
62 -0.40
63 -0.40
64 -0.39
65 -0.38
Average
Minimum -0.41
Maximum -0.37

Calibration Certificate Number:
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Calibration Report

RX-15 Xytronic Portable Standard

Function........

Serial Number............

Phase

16-Oct-26

60 Hz

XXXXXX

The following data was collected by a Radian Research RS-933 Automated Calibration System. The RS-933 phase calibration is derived directly from (3) Radian RD-22-RTS
Dytronic Transfer Standards, traceable to the Sl through the National Institute of Standards and Technology (NIST) and the National Research Council of Canada (NRC)

and/or other National Metrology Institute (NMI). The test time is 2 seconds and the stabilization time in between points is 2 seconds. For lagging power factors the
current lags the voltage. All results are listed as prad/rad. The RS-933 Automated Calibration System has at least a 2 times greater accuracy than

the instrument under test.

90
120
150
180

Average

Minimum
Maximum

Calibration Certificate Number:

Voltage & Current

120 120 120 120 120 240 240 240 240 240 480 480 480 480 480

5 15 30 50 1 5 15 30 50 1 5 15 30 50
0.36 0.04 -0.10 -0.75 -0.92 3.24 2.59 2.7 2.53 2.59 0.37 -0.53 -0.32 -0.51 -0.75
1.15 1.05 0.17 -0.36 0.19 3.85 3.51 3.15 2.70 3.07 0.86 0.61 0.04 0.19 -0.53
1.65 1.46 0.97 1.61 0.96 4.22 3.94 3.84 3.97 4.18 1.34 1.14 0.76 0.94 1.24
1.73 2.13 1.19 0.29 1.13 4.48 4.61 3.90 3.56 4.07 1.69 1.79 1.24 1.31 1.44
1.75 1.38 1.03 0.09 0.72 4.55 3.87 3.56 2.80 3.25 1.83 1.33 0.75 0.26 1.05
1.14 0.65 0.54 0.86 0.68 3.73 3.30 3.06 2.79 2.68 1.10 0.66 0.46 0.1 0.12
0.81 0.25 0.15 0.51 0.64 3.40 2.90 2.82 2.73 2.47 0.63 0.13 -0.11 0.06 0.01
0.19 -0.28 -0.30 0.20 0.36 2.86 2.52 2.48 2.32 213 0.08 -0.46 -0.41 -0.70 -0.65
-0.72 -1.30 -0.88 -0.56 -0.72 2.04 1.49 1.79 2.57 1.84 -0.84 -1.43 -1.04 -1.58 -1.14
-0.75 -2.28 -1.47 -2.31 -1.70 2.10 0.82 1.48 2.20 0.42 -0.81 -2.17 -1.47 -2.20 -1.73
-0.58 -1.90 -1.55 -0.84 -2.19 218 1.16 1.37 1.49 1.50 -0.71 -2.03 -1.55 -1.37 -1.79
-0.25 -1.43 -0.83 -0.88 -1.52 2.63 1.59 2.29 1.94 1.78 -0.40 -1.54 -0.82 -1.15 -1.32
0.39 -0.42 -0.52 -0.60 -1.03 3.38 2.62 2.83 2.70 2.50 0.28 -0.58 -0.36 -0.54 -0.53
0.53 -0.05 -0.12 -0.21 -0.26 3.28 2.69 2.71 2.64 2.50 0.42 -0.24 -0.22 -0.40 -0.35
-0.75 -2.28 -1.55 -2.31 -2.19 2.04 0.82 1.37 1.49 0.42 -0.84 -2.17 -1.55 -2.20 -1.79
1.75 213 1.19 1.61 1.13 4.55 4.61 3.90 3.97 4.18 1.83 1.79 1.24 1.31 1.44

Z-XXXXXX-20261016
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